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systems, unless the incumbent affirma-
tively justifies primary status and the
incumbent BRS licensee establishes
that the modification would not add to
the relocation costs of AWS licensees.
Major modifications include the fol-
lowing:

(1) Additions of new transmit sites or
base stations made after June 23, 2006;

(2) Changes to existing facilities
made after June 23, 2006, that would in-
crease the size or coverage of the serv-
ice area, or interference potential, and
that would also increase the through-
put of an existing system (e.g., sector
splits in the antenna system). Modi-
fications to fully utilize the existing
throughput of existing facilities (e.g.,
to add customers) will not be consid-
ered major modifications even if such
changes increase the size or coverage of
the service area, or interference poten-
tial.

§27.1255 Relocation Criteria for
Broadband Radio Service Licensees
in the 2150-2160/62 MHz band.

(a) An AWS licensee in the 2150-2160/
62 MHz band, prior to initiating oper-
ations from any base or fixed station
that is co-channel to the 2150-2160/62
MHz band, must relocate any incum-
bent BRS system that is within the
line of sight of the AWS licensee’s base
or fixed station. For purposes of this
section, a determination of whether an
AWS facility is within the line of sight
of a BRS system will be made as fol-
lows:

(1) For a BRS system using the 2150-
2160/62 MHz band exclusively to provide
one-way transmissions to subscribers,
the AWS licensee will determine
whether there is an unobstructed sig-
nal path (line of sight) to the incum-
bent licensee’s geographic service area
(GSA), based on the following criteria:
use of 9.1 meters (30 feet) for the receiv-
ing antenna height, use of the actual
transmitting antenna height and ter-
rain elevation, and assumption of 4/3
Earth radius propagation conditions.
Terrain elevation data must be ob-
tained from the U.S. Geological Survey
(USGS) 3-second database. All coordi-
nates used in carrying out the required
analysis shall be based upon use of
NAD-83.
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(2) For all other BRS systems using
the 2150-2160/62 MHz band, the AWS 1i-
censee will determine whether there is
an unobstructed signal path (line of
sight) to the incumbent licensee’s re-
ceive station hub using the method
prescribed in ‘‘Methods for Predicting
Interference from Response Station
Transmitters and to Response Station
Hubs and for Supplying Data on Re-
sponse Station Systems. MM Docket
97-217,” in Amendment of Parts 1, 21
and 74 to Enable Multipoint Distribu-
tion Service and Instructional Tele-
vision Fixed Service Licensees to En-
gage in Fixed Two-Way Transmissions,
MM Docket No. 97-217, Report and Order
on Further Reconsideration and Further
Notice of Proposed Rulemaking, 15 FCC
Rcd 14566 at 14610, appendix D.

(b) Any AWS licensee in the 2110-2180
MHz band that causes actual and de-
monstrable interference to a BRS 1li-
censee in the 2150-2160/62 MHz band
must take steps to eliminate the harm-
ful interference, up to and including re-
location of the BRS licensee, regard-
less of whether it would be required to
do so under paragraph (a), of this sec-
tion.

Subpart N—700 MHz Public/
Private Partnership

SOURCE: 72 FR 48854, Aug. 24, 2007, unless
otherwise noted.

§27.1301 Purpose and scope.

The purpose of this subpart, in con-
junction with subpart AA of part 90, is
to establish rules and procedures relat-
ing to the 700 MHz Public/Private Part-
nership entered between the winning
bidder for the Upper 700 MHz D Block
license, the Upper 700 MHz D Block li-
censee, the Network Assets Holder, the
Operating Company, the Public Safety
Broadband Licensee, and other related
entities as the Commission may re-
quire or allow. Pursuant to this part-
nership, the Upper 700 MHz D Block li-
censee and the Operating Company will
be responsible for constructing and op-
erating a nationwide, shared interoper-
able wireless broadband network used
to provide a commercial service and a
broadband network service for public
safety entities. The shared network as-
sets will be held by the Network Assets

389



		Superintendent of Documents
	2014-08-26T10:10:29-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




